
This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: Zinc Coated Steel – Z275

Pre-treatment: Iron Phosphate with Passivation
Topcoat: Interpon 610

Darren Peacock
UK Sales Manager



This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: Mild Steel

Pre-treatment: Iron Phosphate with Passivation
Primer: Interpon Redox Plus (AL113D)

Topcoat: Interpon D1036

Darren Peacock
UK Sales Manager



This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: Mild Steel

Pre-treatment: Iron Phosphate with Passivation
Primer: Interpon Redox Plus (AL113D)

Topcoat: Interpon 610

Darren Peacock
UK Sales Manager



This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: HDG Steel

Pre-treatment: Iron Phosphate with Passivation
Topcoat: Interpon D1036

Darren Peacock
UK Sales Manager



This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: HDG Steel

Pre-treatment: Iron Phosphate with Passivation
Topcoat: Interpon 610

Darren Peacock
UK Sales Manager



This is to certify that

Greenfield Engineering (SM) Ltd
is a user of the Cromadex Extra Life Coatings System

For C3 Environment up to 25 Years
Substrate: Zinc Coated Steel – Z275

Pre-treatment: Iron Phosphate with Passivation
Topcoat: Interpon D1036

Darren Peacock
UK Sales Manager




